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ACCEPT A REQUEST FROM THE 
APPLICATION TO DISCOVER, CONFIGURE, 

OR CONTROL THE SMART TELEMETRY 
DEVICE VIA A WEB SERVICE TECHNOLOGY 



FORWARD THE REQUEST TO THE SMART 
TELEMETRY DEVICE VIA A PROTOCOL 
NATIVE TO THE SMART TELEMETRY 
DEVICE 



RECEIVE INFORMATION FROM THE SMART 
TELEMETRY DEVICE IN RESPONSE TO THE 
REQUEST VIA THE PROTOCOL NATIVE TO 
THE SMART TELEMETRY DEVICE 



RETURN THE INFORMATION TO THE 
SOFTWARE APPLICATION VIA THE WEB 
SERVICE TECHNOLGY 
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ACCEPT A REQUEST FROM THE 
APPLICATION TO DISCOVER, CONFIGURE, 
OR CONTROL THE SMART TELEMETRY 
DEVICE VIA A FIRST WEB SERVICE 
TECHNOLOGY 



FORWARD THE REQUEST TO THE SMART 
TELEMETRY DEVICE VIA A SECOND WEB 
SERVICE TECHNOLOGY 
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RECEIVE INFORMATION FROM THE SMART 
TELEMETRY DEVICE IN RESPONSE TO THE 
REQUEST VIA THE SECOND WEB SERVICE 
TECHNOLOGY 



RETURN THE INFORMATION TO THE 
SOFTWARE APPLICATION VIA THE FIRST 
WEB SERVICE TECHNOLGY 
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ACCEPT A REQUEST FROM THE SMART 
TELEMETRY DEVICE TO SEND 
INFORMATION TO THE APPLICATION VIA A 
PROTOCOL NATIVE TO THE SMART 
TELEMETRY DEVICE 
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FORWARD THE INFORMATION TO THE 
APPLICATION VIA A WEB SERVICE 
TECHNOLOGY 
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ACCEPT A REQUEST FROM THE SMART 
TELEMETRY DEVICE TO SEND 
INFORMATION TO THE APPLICATION VIA A 
FIRST WEB SERVICE TECHNOLOGY 
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FORWARD THE INFORMATION TO THE 
APPLICATION VIA A SECOND WEB SERVICE 
TECHNOLOGY 
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RECEIVE A MESSAGE FROM THE SMART 
TELEMETRY DEVICE IN A WEB SERVICE 
TECHNOLOGY 
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DETERMINE THE IDENTITY OF THE SMART 

TELEMETRY DEVICE BASED ON THE 
ADDRESS INFORMATION CONTAINED IN 
THE MESSAGE 
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SELECT A DEVICE DESCRIPTION 
DOCUMENT THAT SPECIFIES HOW THE 




SMART TELEMETRY DEVICE 
COMMUNICATES WITH THE SERVER FROM 
THE IDENTITY OF THE SMART TELEMETRY 
DEVICE 
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